
The Interface 2x4 provides access to 8 power 
receptacles and 8 configurable Telecom plates for 
installation of female to female connectors. Supplied 
with a 6 foot molded power cord set with 15 Amp 
plug. The Interface 2x4 is UL listed and CSA certi-
fied. Standard finishes are brushed stainless steel 
and black textured powder coat, other powder coat 
finishes & polished stainless steel are available.

Specifications:
• All steel construction.
• �4/15 Amp duplexes, 
• 15 Amp circuit breaker.
• �6 foot 14/3 SJT power cord with molded 15 Amp 

plug.
• �8 configurable telecom plates, equivalent space in 

chassis.

Dimensions:
• Bezel top: 14.27” W x 11.46” H
• Housing: 13.27” W x 10.58” H
• Install Cutout:  13.62” x 10.94”
• Bracket across front 6.5”
• Bracket front to back 7.563”
• Depth of housing: 2.85”, to bottom of screw: 4.25”
• Table thickness: .75” to 1 .75”
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INTERFACE TWO TABLE TOP 
SPECIFICATION SHEET 

FITS TABLE THICKNESS BETWEEN 3/4” – 1-3/4” 

STANDARD FINISH IS BLACK POWDER COAT WITH 
LIGHT TEXTURE OR BRUSHED STAINLESS STEEL 

AVAILABLE AS CORDED OR HARD WIRED 

RECOMMENDED TABLE CUTOUT 13-5/8” X 10-15/16” 

CORDED UNITS ARE UL LISTED 
AND CSA CERTIFIED 

HARD WIRED UNITS ARE CSA 
CERTIFIED

SHOWN WITH LID OPEN & 
OPTIONAL TEL-COM 
PLATES & CONNECTORS 

14.27
11.46

13.39
10.74

2.85




