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STEP 1 - Side Panel and Bottom Assembly

NOTE: 2 person assembly required for proper fit.

Ini a clean work area lay panels facing up on the floor
on cardboard or carpet/packing quilt. (Top, Left Side,
Right Side, Back, Bottom) (Fig. 1) Fan ig preinstalled
onto Back Panel. Insert Cam Pins through Side
Panels and lay Side Panels flat with Cam Pins show-
ing through. (Fig. 2)

Figure 2

Figure 3

Lift Bottom Panel into 90° vertical position. Place
Bottom Panel onto Left Side Panel. Cam Pins will
match cam fittings of Bottom Panel. (Fig.3) Itis nec-
essary for 2 people 1o accomplish this assembly.
Vertical panels cannot be left standing unsupported.
Make sure arrows on Cam Pins are facing out.

Tighten about 1/4 tum with screwdriver until it locks
into place. (Fig. 4) Repeat this step for remaining 2
Cam Pins. The Cam Pin is a steel to steel assembly
which ensures heavy duty strength when assembled.,

Check to verify that arrow
is pointing perpendicular to
pin when cam is locked.

Figure 5

STEP 2 - Back Panel To Side and
Bottom Assembly

NOTE: 2 person assembly required for proper fit.

With the Left Side Panel laying flat and Bottom Panel in
vertical position, slide Back Panel into vertical position
matching the cam fittings to the Cam Pins on each
panel. (Fig.5) The lectern will now be standing on its
side with the Side Panel and Bottom forming a corner.
This provides a sturdy base from which to build the
remaining pieces of the lectern. It is necessary for 2
people to accomplish this assembly. Vertical panels
cannot be left standing unsupported. Make sure
arrows on Cam Pins are facing out. Tighten about 1/4
turn with screwdriver until it locks into place.(Refer to
Fig. 4) Repeat this step for remaining 2 Cam Pins.
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STEP 3 - Mounting Keyboard/Mouse
Platform Hardware

Follow installation instructions for Keyboard/Mouse
Platform hardware contained in Keyboard/Mouse
Platform hardware kit. Once assembled, keyboard
slide must be mounted parallel to side and perpendic-
ular to the work surface front, Assembile left and right
Keyboard/Mouse Platform pull-out supports by sliding
on a set of matching mounting brackets with tabs of
mounting brackets facing outward. (Fig. 6)
Keyboard/Mouse Platform is now ready to be mounted
to desk top. With bracket screw holes aligning the pre
drilled holes in Top Panel, position Keyboard/Mouse
Platform for mounting. (Fig. 7) 1/8” lip is located at
the rear and top side of the Keyboard/Mouse Platform.
Tighten the Mounting Bracket Screw into Top Panel
making sure tabs of mounting brackets are facing out.
2 Mounting Bracket Screws are used in each bracket.
Tighten remaining Mounting Bracket Screws to com-
plete mounting of Keyboard/Mouse Platform. (Fig. 8)

Figure 7

Figure 8
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Step 4 - Top Panel to Side and
Back Assembly

Lift Top Panel into 90° vertical position. Place Top
Panel onto Left Side Panel. While holding Top Panel
in vertical position, match cam pins with cam pin holes.
{Fig.9) Aligning Back Panel with the predrilled holes,
insert Cam Pin through the Back Panel into cam fitting.
(Fig.10) Make sure arrows on Cam Pins are facing
out. Tighten about 1/4 turn with screwdriver until it
locks into place. (Refer to Fig. 4} Repeat this step for

remaining Cam Pins.
N
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Step 5 - Right Side Panel to Top,
Back, and Bottom Assembly

Lift and place Right Side Panel into position. The
Right Side Panel has Cam Pin holes on three sides
that will lock the Right Side Panel into place with the
Top Panel, Back Panel and Bottorn Panel once Cam
Pins have been inserted and tightened. (Fig.71)
Aligning Right Side Panel with the predrilled hole,
insert Cam Pin through the Right Side Panel into cam
fitting. Cam Pins of Monitor Compartment Divider will
match Cam Pins of Right Side Panel. Make sure
arrows on Cam Pins are facing out. Tighten about 1/4
turn with screwdriver until it locks into place. (Refer to
Fig. 4) Repeat this step for remaining Cam Pins.
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Figure 11
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Step 6 - Wheel Bracket /Wheel Unit
Assembly (OPTIONAL)

Locate predrilled holes under wire grommet near the bot-
tom of the Side Panel. Insert bolt through each of the 2
holes in Side Panel. (Fig. 12] Align holes in short end of
Wheel Bracket to the bolis. Add washer to bolt and tighi-
eh niut with wrench. Repeat step for remaining bolt.
Insert 4 screws through Bottom Panel and Wheel

Bracket. Align and place Wheel Unit onto Wheel Bracket.

Tighten and secure into place with 4 bolts. (Fig 73]

Repeat STEP 7 for installation of the 3 remaining Wheel
Bracket/Wheel Units

Figure 13

Figure 13 shows detail of Wheel Bracket/Wheel
Unit assembly using 7/16” wrench.

STEP 7 - Flip Lectern 90° to Upright
Position
Note: 2 persons required for this step.

Roll lectern on to its wheels to upright position.
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Figure 16

STEP 9 - Stretcher Panel Assembly
NOTE: 1 person assembly required for proper fit,

Place Stretcher Panel to 90° vertical position. Place
Stretcher Panel onto Side Panel. Cam fittings of
Stretcher Panel will match Cam Pins of Left and Right
Side Panels. (Fig.16) Make sure arrows on Cam
Pins are facing out. Tighten about 1/4 turn with
screwdriver until it locks into place.(Refer o Fig. 4)
Repeat this step for remaining 3 Cam Pins.

Figure 18

STEP 11 - Installation of CPU Doors

Place Left CPU Door to match hinge fitlings of Left
Side Panel. Snap hinge fittings together. (Fig. 18]
Close CPU Door. Repeat this step for Right CPU
Door.

STEP 12 - Installation of Tinted Glass
Monitor Window

Carefully place Tinted and Tempered Glass Monitor
Window onto ledge flush to Lectern Top.

Smartdesks have been designed and tested as an
ergonomically correct and space saving unit. For
more information on this and other Smartdesks prod-
ucts, call 1-800-770-7042 or visit our websiie at
hitp2//www.smartdesks.com
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Smartdesks Model MDT303042



